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Struttura interna dello schienale in tubolare d’acciaio. Imbottitura dello 
schienale in poliuretano espanso ricavato da stampo, ignifugo, spessore 
60 mm densità 55 gr/lit. Struttura del sedile in MDF spessore 14 mm. 
Imbottitura del sedile in poliuretano espanso tagliato da blocco, ignifugo, 
spessore 110 mm, densità 40 kg/m3.
Struttura portante in acciaio ad alta resistenza a sezione tonda Ø 20 
mm, finitura cromata. Gamba in acciaio a sezione tonda Ø 25 mm, 
finitura cromata. Piedino in nylon nero con perno in acciaio, regolabile in 
altezza. Supporto schienale in acciaio a sezione tonda Ø 20 mm, finitura 
cromata. Bracciolo in poliuretano integrale colore nero, con inserto in 
acciaio sovrastampato. Supporto bracciolo in acciaio a sezione tonda Ø 
19 mm, finitura cromata. 

Tubular steel frame, round section Ø 20 mm, chromed finish. Tubular steel 
legs, round section Ø 25 mm, chromed finish. Height adjustable black 
nylon feet with steel pin for easy insertion. Back rest support in tubular 
steel, round section Ø 20 mm, chromed finish. Injected polyurethane 
foam padding, 55 gr/lit., thickness mm. 60, HCFC free. MDF seat panel, 
thickness 14 mm.  Fire retardant foam padding, thickness 110 mm, 
density 40 Kg/m3. Armrest supports in tubular steel, round section Ø 
19 mm, chromed finish. Black polyurethane armrests with steel support.
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