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Versione imbottita: struttura interna del sedile e dello schienale in PP caricato 
al 15% fibra vetro. Sottosedile in PP colore nero. Imbottitura del sedile in 
poliuretano espanso tagliato da blocco, ignifugo, spessore 35 mm, densità 40 
kg/m3. Imbottitura dello schienale in poliuretano espanso tagliato da blocco, 
ignifugo, spessore 30 mm, densità 25 kg/m3.
Versione con carter posteriore: struttura interna del sedile e dello schienale in 
PP caricato al 15% fibra vetro. Sottosedile e retroschienale in PP colore nero. 
Imbottitura del sedile in poliuretano espanso tagliato da blocco, ignifugo, 
spessore 35 mm, densità 40 kg/m3. Imbottitura dello schienale in poliuretano 
espanso tagliato da blocco, ignifugo, spessore 30 mm, densità 25 kg/m3

Versione schienale in rete: struttura interna del sedile in PP caricato al 15% 
fibra vetro. Sottosedile in PP colore nero. Struttura dello schienale in nylon 
PA6 caricato al 30% fibra vetro. Imbottitura del sedile in poliuretano espanso 
tagliato da blocco, ignifugo, spessore 35 mm, densità 40 kg/m3. 
Telaio in tubolare acciaio ad alta resistenza a sezione tonda, Ø 25 mm, finitura 
cromata con top braccioli in nylon colore nero.

Upholstered version : inner seat and backrest in PP with 15% fiber glass. 
Under seat cover in black PP. Seat padding with flame retardant foam, thick 
35 mm. density 40 kg/m3. Backrest padding with flame retardant foam, thick 
30 mm. density 25 kg/m3.
Rear plastic back cover option : inner seat and backrest in PP with 15% fiber 
glass. Under seat cover in black PP. Seat padding with flame retardant foam, 
thick 35 mm. density 40 kg/m3. Backrest padding with flame retardant foam, 
thick 30 mm. density 25 kg/m3.
Mesh back version: inner seat  in PP with 15% fiber glass. Under seat cover 
in black PP. Backrest frame in PA6  with 30% fiber glass. Seat padding with 
flame retardant foam, thick 35 mm. density 40 kg/m3. Backrest frame in PA6  
with 30% fiber glass. 
Cantilever tubular steel frame, round section Ø 25 mm. chromed finish with 
arms and top in black nylon PP
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